
 

FOCUS-SAM  Splice Array Modules 

Fibre Optic Connecting Units System  

Key Features and Benefits 
  

  Single Circuit, Single Element and Ribbon management 
  Full bend radius control 
  Loop-back facility to store uncut looped fibres  
  Compliant with most types of splice protectors  
  High density, compact and flexible      
  Easy installation and high quality 

  Low cost / high quality 
 

  

The splicing module FOCUS-SAM 
is the essential part on which the 
whole FOCUS product range is 
based. 
 
The concept of SAM module is to 
offer a fibre management system 
based on simplicity, accessibility 
and future-proof reliability. 
 
The module is made of the 
following parts; 
- a number of trays where to store 
and protect the splices 
- a routing plate, permits to guide 
the fibres in and out of the trays. 
 
A wide selection of trays allow to 
store fibres in each FOCUS product 
with different configurations; 
- single element management (SE), 
where up to 12 fibres can be 
stored in a tray 
- single circuit management (SC), 
where only dedicated fibres are 
stored in a tray (usually two) 
- single ribbon management, 
where only one ribbon is stored in 
a tray. 
 
High quality, total modularity and 
easy installation at any point of 
the network are the key factors of 
SAM construction. 
 
 
 
 
                 

FOCUS 



 
 
 
 
 
 
 
 Type  

of Fibre 
SC 

 (Single Circuit) 
SE  

(Single Element) 

250μm - 250μm 4 12 

900μm - 900μm 2 4 

250μm - 900μm 2 4 
Maximum number of splices 
(for splice holder type H, C and F) 

4 fo Ribbon 4 single splices 12 single splices 
Maximum number of splices 
( for splice holder type M )  2 4 

250μm - 250μm 2000 mm 1800 mm 

900μm - 900μm 1300 mm 1600 mm 

250μm - 900μm 1600 mm 2000 mm 
Maximum fibre length storage 
for each side of splice 

4 fo Ribbon 1300 mm 1300 mm 

Max diameter 2.6 mm Heath shrink splice protection 
(recommended dimensions) Max length 45 mm 

Cassette dimensions 135 x 95 x 4 mm 135 x 98 x 8 mm 
              

Parameter FOCUS  SAM 

Loop-Back facility Yes 

Material ABS-PC  

Flammability Rating UL-94  V0 

Colour RAL  7035 

 

 
 
 
 
 
 
 
 
  

 

  
SC2 2 Single Circuit Cassettes 
SC6 6 Single Circuit  Cassettes 
SE1 1 Single Element  Cassettes 
SE3 3 Single Element  Cassettes 

    

FOCUS - SAM   

  
H Heat Shrink Splice Protection 
C Crimp Splice Protection (ANT type) 
F OPT Fibre-coat Splice Protection 
M OPT Mechanical Splice Protection 
N None 

    

FOCUS-SAM  Splice Array Modules               

Capacities 

OPTOTEC S.p.A.       via B. Zenale 44, 20024 Garbagnate M.se (Mi)     ITALY  
Tel +39 02 99.515.1      Fax  +39 02 99.515.222       Web  www.optotec.it  

All specification data are accurate on the date of publication for product comparison and ordering information.  However, the accuracy and completeness thereof  is not guaranteed, and no responsibility is assumed for 
any inaccuracies. The user assume all risks and liability  in connection with the use of a product or its applications. Optotec reserves the right to change at any time and without notice the design, specifications, function, fit 
or form of  its product described herein, including withdrawal at any time of a product offered for sale herein.                                                                                                This product specification sheet is revision  2.i May 2010. 

 

Pls contact 
your Optotec Sales Representative  for best 

configuration selection! 
 

Ordering Information 


