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GU-1 Optical Closure

Optical Closures

Key Features and Benefits

« Closure with in-line design suitable for tap-off and repair
» Excellent mechanical and environmental performances (-40 to +80 °C)
« Simply and easy to install, no special tools are required

Applications

» Outside plant interconnecting, branching and distribution cables splices
« Underground, Aerial, Buried installations
* Vault and Build-in environments




GU-1 Optical Closure

Parameter Unit Performance
Closure features IP 68 Protection
Overall dimensions mm 690w) 190(h) 280(d)
Weight kg 13

Max cable entries 10 per side (two side)
Max fibres splices 144

External cable diameter mm 40 (two cables) 6-19 (eight cables)

The closure is provided with a valve for testing pressure and
closing. Upon request it is possible to apply a grounding
system.

The closure can be opened and closed by acting only on the
mechanical fastening systems without additional materials.

By using entries provided with special gaskets with mechanical
tightening, it is possible to access the cable fibres without cutting
the whole cable on its central strength member.

Anti-moisture systems are planned on the cables to avoid
water penetration. They are based on thermoplastic adhesives
and heat-shrinking sleeves or on resin casting into plastic sleeves.

The cover is provided with non disposable bolts and with
indication on the tightening sequence.

The estimated tightening torque is 0.4Kg*m and must be
applied by means of a special dynamometric wrench, supplied
upon request.

The plastic fibre organisers are provided with a bottom part
and a cover to house fibres and splices (max 24 for each tray).
Using Optotec FIBERCOAT UV recoating splice protection, it is
possible to arrange splices along the tray circumference and
to leave some space for splitters and wdms housing.
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IL In Line X None
10 | Tap O_ff Al | 40mm Gasket  (cable 38/41mm dia.)
CL [ 400 Ring Bl | 22mm Gasket  (cable 20/23mm dia.)
[ nnn_ ][ spliceable fibres (1..144) — Cl | 20mm Gasket (cable 18/21mm dia.)
M Multi-element trays D1 [ 18mm Gasket  (cable 16/19mm dia.)
N None E1 16mm Gasket (cable 14/17mm dia.)
- L o F1 14mm Gasket (cable 12/15mm dia.)
Y With Valve P G1 | 34mm Gasket (cable 32/35mm dia.)
N No Valve H1 | 23mm Gasket (cable 21/24mm dia.)
G Pre-Mounted Ground Feed-through 11 17mm Gasket (cable 15/18mm dia.)

N No Ground Feed-trough v L1 Gasket closed — No cable clamp

M1 34mm Gasket (cable 32/35mm dia.)

"’D I-OTE( OPTOTEC S.p.A. « via B. Zenale 44, 20024 Garbagnate M.se (Mi) « ITALY
Tel +39 02 99.515.1  Fax +39 02 99.515.222 « Web www.optotec.it
OPTICAL TECHNOLOGIES

All specification data are accurate on the date of publication for product comparison and ordering information. However, the accuracy and completeness thereof is not guaranteed, and no responsibility is assumed for
any inaccuracies. The user assume all risks and liability in connection with the use of a product or its applications. Optotec reserves the nght to change at any time and without notice the design, specifications, function, fit
or form of its product described herein, including withdrawal at any time of a product offered for sale herein. This product specification sheet is revision 1.1, Feb 2006.





