
  

FOCUS-MSC Closure 

Fibre Optic Connecting Unit System 

Key Features and Benefits 
  
  Multi Element and Ribbon management 
  Full bend radius control, mechanical protection  
  Compliant with most splice protectors and cable types  
  IEC 529 and IP 68 compliant, very easy installation 

 

FOCUS-MSC-AC is an  environmentally 
sealed single-ended optical 
closure (IEC 529, IP 68) for fibre 
management system that 
provides the function of mass 
splicing in the outside plants. 
 
It accommodates up to 8 hinged 
FOCUS Mass Splice Trays (MST) 
and reaches the maximum 
capacity of 768 splices both with 
fusion splice holders or the ANT 
holders (up to 12 splices in each 
holder). 
 
The innovative design of the tray, 
allow to accommodate passive 
devices (splitters and WDM’s) in a 
separated and protected zone.  
 
It has provision for all cable 
termination and sealing 
requirements.  
 
The base and dome are sealed 
with a clamp and an O-ring 
system.  
 
One oval entry port for looped 
(uncut) cable and six round ports 
for drop cables entry/exit are 
provided in the base.  
 
Uncut loose buffer tube storage 
space is available at the back of 
the trays. The basket can be 
mounted with the window 
opening facing inside or outside.  
 
Depending on the installation 
conditions, suitable cable seals 
kits are available. 
 

FOCUS 

Applications 
  
  Outside plant  fibre optic  mass splices 
  Underground, Aerial, Buried and Sewage installation 
  High density splices 
 

 
 



 
 
 
 
 
 
 

  Unit  
Height 770 
Diameter 247 Dimensions 
Diameter (with clamp) 

mm 
      285 

  

Capacity Fibres 
Mass Splice Trays                                            .            8 
Fibres 768 

  

Cable entrances Qty Unit Dimensions 
Oval port                                            1 88 x 41 
Round ports 6 

mm 
 32 

 
 
 
 
 
 
 
 

 

  
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

  
  
  

   
    

  
  
  

       FOCUS - MSC - AC       

  
00..xx Pre-Installed Fibre Organizers 

  H Heat Shrink Splice Protection 
C Crimp Splice Protection (ANT type) 
  
  

 

FOCUS-MSC Closure              

Specifications 

OPTOTEC S.p.A.       via B. Zenale 44, 20024 Garbagnate M.se (Mi)     ITALY  
Tel +39 02 99.515.1      Fax  +39 02 99.515.222       Web  www.optotec.it  

All specification data are accurate on the date of publication for product comparison and ordering information.  However, the accuracy and completeness thereof  is not guaranteed, and no responsibility is assumed for 
any inaccuracies. The user assume all risks and liability  in connection with the use of a product or its applications. Optotec reserves the right to change at any time and without notice the design, specifications, function, fit 
or form of its product described herein, including withdrawal at any time of a product offered for sale herein.                                                                                                  This product specification sheet is revision  1.i  Sep 2010. 

 

Ordering Information 

Both oval and round ports can accomodate 
either Cold Applied or Heat-Shrinkable Sealing 
Kits. 


