fP I'OTEC GOC - Horizontal Optical Closure

OPTICAL TECHNOLOGIES

Optotec Horizontal Optical
Closure Series is affordable,
reliable, durable and tested
in accordance with major
international standards.

Designed around a versatile
platforms, they can be deployed
anywhere in the outside plant for
a variety of application including
the splicing of most any type and
size of cable and demarcation
points, and the deployment of
optical passives.

These closures ensure long-term
reliability and quality of voice,
video, and data signals.
Key Features and Benefits

Available in different sizes, the
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closures are etic from « Compact sizes, butt o e splice closure

injection moulded, high quality e Support loose or core tube and other cables

thermoplastic materials. o All kits included to minimize ordering complexity

« Common tools for installation are needed

The simple design of the entire « Sealing technology gaskets and O-rings

family guarantee an easy
installation  without  particular Applications
tooling saving installation time

and can be re-entered without a
Kit. e Aerial, underground, buried and building applications

e Long-distance transmission, distribution and FTTx networks




GOC - Horizontal Optical Closure

ations

Parameter Unit Hoc | Hoc 11 Hoc 111
Fibre Capacity max 96 192 480
Ribbon Capacity max 144 288 1440

Tray Capacity max 8 8 10
Entrances 3+3 4+4 4+4

Max. Cable diameter mm 2x ¢$20 2x $16 2x$13 4x $23 4x $30 4x $20 4x $26
Size mm 396 x 200 x 126 560 x 280 x 180 590 x 320 x 215
Weight kg 3.5 4.5 5.5

g, “ N :

G - g

1 - . i - q
- 44 O P b
.-‘.]\ > k:"
e

| 1 | small-size closure

[ 11 [Medium-size closure | 111 [Big-size closure |

formation

GOC -H

1 Small-size closure
1l | Medium-size closure [12...1440 [ Closure Splice Capacity
111 |Big-size closure

H Heat-shrink tray
R Ribbon tray
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All specification data are accurate on the date of publication for product comparison and ordering information. However, the accuracy and completeness thereof is not guaranteed, and no responsibility is assumed for
any inaccuracies. The user assume all risks and liability in connection with the use of a product or its applications. Optotec reserves the nght to change at any time and without notice the design, specifications, function, fit
or form of its product described herein, including withdrawal at any time of a product offered for sale herein. This product specification sheet is revision 2.1i Nov 2010.





