
 

Cold Applied Sealing Kits 

Fibre Optic Connecting Units System Closures 

Key Features and Benefits 
  
  Compliant with most cables types and constructions 

  IEC 529 and IP 68 compliant      
  Easy installation, very reliable  
  Kevlar and/or central element termination 
  Re-accessible without disturbing preinstalled fibres 
 

The vast range of FOCUS cold 
applied sealing kits allow to 
effectively seal any cable size 
(from 0 to 20 mm) into both oval 
and round ports of any FOCUS 
closure. 
  
Each seal is re-accessible and 
allow easy and fast installation of 
any cable even when other 
cables are pre-installed in the 
same port.  
 
Whatever the construction of the 
cable is, all sealing kits allow to 
terminate either the aramid yarns 
or the strength member in order 
to provide a good resistance to 
accidental forces. 
  
Depending from the size of the 
cable, each sealing kit can 
permits the entrance of one or 
more cables in the same port 
even in different sequences.  
 
The sealing in all circumstances is 
always guaranteed. 
 
 
 
 
 
 
 
                 

FOCUS 

Applications 
  
  Underground, Aerial, Buried and Sewage canal installations 
 



 
 
 
 
 
 

 
Cable dia.   (mm)  Configuration 

Optotec pn Cables qty 
Min Max 

OVAL PORT      2x20 2500970 2 10 20 

OVAL PORT      4x10 2500963 4 5 10 
     

ROUND PORT    1x20 2500980 1 10 20 

ROUND PORT    2x12 2500981 2 8 12 

ROUND PORT     6X8 2500962 6 4 8 

ROUND PORT     8X6  2500964 8 0 6 

     
 

Note: Indicative values depending on cables construction  
 

Optotec’s FOCUS Closures Cold Applied Sealing kits are patented since 
Dec 23th 2009 (cfr. EP2136118A1 ‘Device for sealing cables through 
containers for optical fibres and container comprising said device’ ) 
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FOCUS Closures Cold Applied Sealing Kits              

Description 

OPTOTEC S.p.A.       via B. Zenale 44, 20024 Garbagnate M.se (Mi)     ITALY  
Tel +39 02 99.515.1      Fax  +39 02 99.515.222       Web  www.optotec.it  

All specification data are accurate on the date of publication for product comparison and ordering information.  However, the accuracy and completeness thereof  is not guaranteed, and no responsibility is assumed for 
any inaccuracies. The user assume all risks and liability  in connection with the use of a product or its applications. Optotec reserves the right to change at any time and without notice the design, specifications, function, fit 
or form of  its product described herein, including withdrawal at any time of a product offered for sale herein.                                                                                                This product specification sheet is revision  2.i May 2010. 

 


