
 

FOCUS- BOX3S 

Optical Wall-Mounting Box  

Medium size optical wall-
mounting boxes are typically 
used inside customer premises as 
demarcation point between OSP 
and building access networks, 
both indoors and outdoors.  
 
FOCUS-BOX3S is an environmentally 
sealed enclosure for the fibre 
management system that provides 
splicing function as well as passive 
components integration. 
 
It has provision for all cable splicing 
and sealing requirements 
(IEC592, IP 55). FOCUS-BOX3S 
can store up to 144 splices (48 
when Single Circuit splice trays 
are being used).  
 
Depending on the installation 
conditions and on cables’ sizes, 
heat or cold applied cable seal 
kits are available. 
 
The box allows the routing of the 
fibre with a minimum bend radius 
of 30mm throughout the whole 
system.  
 
The use of FOCUS-SAM splicing 
modules offer access to selective 
fibre for maintenance and 
upgrades without affecting active 
circuits. 
 
 
                 

Key Features and Benefits 
  

  Essential and refined design minimize cables routings        
  Locked, pivoting and removable door for easy and protected access 
  Cable seal kits and accessories for easier installation 

  

Applications 
  

  Storage of splices from outdoor to indoor cables 
  Storage of splices from outdoor to pigtails cables 
  Telecommunication enclosure for floor optical distribution 
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Parameters Unit Performance  
Protection Level   IP 55 
Overall dimensions mm 316(w)  396(h)  128(d) 
Material  PVC RAL 7035 
Weight kg 4.5 
Max port entries  2 (in)              8(out) 
Max fibre splices  48 (SC)         144 (SE) 

  FOCUS – BOX3S-        

  C Single Circuit 
E Single Element 
N None 
  H Heat Shrink Splice Protection 

C Crimp Splice Protection (ANT type) 
F OPT Fibre-coat Splice Protection 
N None 
  00..24 Single Circuit 

00..12 Single Element 
  

  
  
  
    
  
    
  

FOCUS- BOX3S 

Descriptions 

OPTOTEC S.p.A.       via B. Zenale 44, 20024 Garbagnate M.se (Mi)     ITALY  
Tel +39 02 99.515.1      Fax  +39 02 99.515.222       Web  www.optotec.it  

All specification data are accurate on the date of publication for product comparison and ordering information.  However, the accuracy and completeness thereof  is not guaranteed, and no responsibility is assumed for 
any inaccuracies. The user assume all risks and liability  in connection with the use of a product or its applications. Optotec reserves the right to change at any time and without notice the design, specifications, function, fit 
or form of  its product described herein, including withdrawal at any time of a product offered for sale herein.                                                                                                  This product specification sheet is revision  1.i Feb 2010. 

 

Ordering Information 

Pls contact your Optotec Sales Representative  for 
ordering information or for customization! 
 


